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Corso®

Beam Trolley
with Screw Adjustment

© 2000 Tractel.  All rights reserved.

Features
• Minimal loss of headroom with a new designed suspension bar
• Adjustment possibilities to fit a wide range of beams
• Supplied standard with a removable handle for easy and quick adjustment
• Threaded bar with suspension eye for easy adjustment on flange
• Wheels with ball bearings for ease of use and smooth operation
• Anti-drop bars
• Anti-tilt system welded onto side plate
• Set screws for securing suspension bar
• End stops prevent wheel damage
• Large sturdy side plates
• 10 and 20 ton units also available

Load capacity t 0.5 1 2 3 5
Dimensions

a in. (mm) 8.86 (225) 9.92 (252) 11.81 (300) 14.17 (360) 15.75 (400)
b in. (mm) 12.76 (324) 13.15 (334) 13.46 (342) 14.09 (358) 14.65 (372)
c in. (mm) 3.46 (88) 4.06 (103) 5.00 (103) 6.97 (177) 7.56 (192)
d in. (mm) 0.63 (16) 0.67 (17) 0.83 (21) 0.83 (21) 1.22 (31)
e in. (mm) 0.98 (25) 1.18 (30) 1.57 (40) 1.89 (48) 3.28 (58)
f in. (mm) 0.63 (16) 0.67 (17) 0.83 (21) 0.83 (21) 1.22 (31)
g in. (mm) 1.06 (27) 1.18 (30) 1.50 (38) 1.77 (45) 2.05 (52)
h in. (mm) 2.09 (53) 2.44 (62) 3.15 (80) 3.82 (97) 4.33 (110)
l in. (mm) 0.43 (11) 0.59 (15) 0.71 (18) 0.59 (15) 0.79 (20)
r in. (mm) 4.33 (110) 4.33 (110) 4.33 (110) 4.33 (110) 4.33 (110)
F in. 1.97 – 8.66 2.28 – 8.66 3.00 – 8.66 2.91 – 8.66 3.5 – 8.66

(mm) (50 – 220) (58 – 220) (66 – 220) (74 – 220) (90 – 220)
F optional in. 8.66 - 11.81 8.66 - 11.81 8.66 - 11.81 8.66 - 11.81 8.66 - 11.81

(mm) (220 - 300) (220 - 300) (220 - 300) (220 - 300) (220 - 300)
Mini. curve radius in. (mm) 35.4 (900) 39.37 (1000) 47.24 (1,200) 51.18 (1,300) 55.12 (1,400)
Weight – Push trolley lbs./kg 18.7 (8.5) 23.2 (10.5) 39.7 (18) 70.5 (32) 106.9 (48.5)
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