GANTRY - E SERIES STEEL FIXED HEIGHT P ®

Inc.
Promise to perform.
O APPROVED O NOT APPROVED / RESUBMIT WITH CHANGES
Quote #:
SIGNATURE DATE Capacity: 6,000 Ibs
MOTE: PLEASE MARK “"AFPPROVED" OR “NOT APFPROVED". DRAWINGS RETURNED MARKED "AFPROVED AS NOTED" REQUIRED RESUBMITTAL FOR FINAL “APFROVED” STATUS. Weight: + 719 Ibs
FROMPT AFPROVALWILL HELF CONFORM TO ANY TENTATIVE DELIVERY DATE. DELAYED AFPROVAL OR CHAMNGES TO SYSTEM MAY DELAY TENTATIVE DELIVERY DATE.
(SCHEDULING OF CHANGES BASED OM CURRENT ENGINEERING WORKLOAD). CHANGES TO QUOTED SYSTEM MAY RESULT IN ADDITIONAL COSTS. PER SPANCO PROTOCOL, Part #: F6000
REQUESTS FOR CHANGES REACHING REVISION LEVEL “C" REQUIRED A REVIEW OF ACCRUED COSTS. STANDARD SPANCO YELLOW AMD GRAY PAINT WILL BE PROVIDED.
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Clear Span: 10'-8"

Overall Height: 10'-10"

Height Under Beam: 10'-0"
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Caster Diameter: 8" Polyurethane Tread W/4 Position Swivel Locks

Span Between Wheel Centers: 11'-1"

Tread: 5'-4"



